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LANYARD SWITCHES

TROLL CONTROL

MECHANICAL MERCRUISER

Single Engine - Flush 87-19674A05

Single Engine - Bezel 87-19674A06

Dual Engine - Flush 87-814324A2

Triple Engine - Flush 87-895725A04

Quad Engine - Flush 87-895725A03

MECHANICAL OUTBOARD &
DTS OUTBOARD / MERCRUISER

Single Engine - Flush 87-19674A07

Single Engine - Bezel 87-19674A08

Dual Engine - Flush 87-19674A12

Dual Engine - Bezel 87-19674A13

Triple/Quad
Engine - Flush 87-19674A14

Triple/Quad
Engine - Bezel 87-19674A15

OUTBOARD

Troll Control Kit for 
Analog
Gauge Installation
Includes “Y” Harness

879365K08

Troll Control Kit for 
SmartCraft®

Gauge Installation 
J-Box

87936KA08

LANYARD STOP SWITCH
New, sealed waterproof switch with two • 
different mounting options – fl ush-mount or 
two-inch cutout with spin nut and snap-on bezel

Kits available for sterndrive/inboard and • 
outboard engine applications

ANALOG
TROLL CONTROL KIT

New, two-inch dash mounting kit and • 
button that allow troll control – like 
SmartCraft® gauges or the Big Tiller®

Feathers engine speed and allows • 
better slow-speed control of boat – 
every 10 RPM up to 1,000 RPM

BOAT SMARTER
BOAT SAFER
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Mercury Precision Rigging is 
designed to help make the most 
of boating experiences whether 

professional or pleasure.


